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ABS

o o o o
-20 C~55 C (-4 F~131 F)

o o o o 0 C~40 C (32 F~104 F)
o o o o-20 C~50 C (-4 F~122 F)

o o 
40 C  (104 F)

o o 
25 C  ( 77 F)

o o 
0 C    ( 32 F)

Effect of temp. to Capacity

o
-3mV/cell/ C

o≤3% per month at 25 C

106%

100%

86%

oCharge voltage(25 C)

(25℃)

oMax.Charging Current(25 C)

o25 C)

25.0A

(5s)

Cycle(Equalization)

 Temp. Coefficient

Float      13.5V

14.1~14.4V

38.3Kg (84.44 Ibs)

800A 

Approx.6.5mΩ

100.0 Ah

87.5 Ah

75.6 Ah

59.3 Ah

(10hr,10.0A,1.80V/cell)

(5hr,17.5A,1.75V/cell)

(3hr,25.2A,1.75V/cell)

(1hr,59.3A,1.65V/cell)

F.V/Time 10min 15min 30min 1h 2h 3h 5h 8h 10h

1.85V/cell 96.5 85.1 63.6 46.5 29.5 22.5 16.1 11.3 9.57

1.80V/cell 116.0 98.3 71.4 51.0 31.9 24.1 16.9 11.8 10.0

1.75V/cell 133.1 109.9 76.8 54.3 33.5 25.2 17.5 12.1 10.2

1.70V/cell 145.4 119.3 82.2 57.3 34.7 26.2 18.0 12.3 10.3

1.65V/cell 159.0 128.0 86.0 59.3 35.9 27.1 18.4 12.5 10.5

1.60V/cell 169.6 135.4 89.2 61.1 37.1 27.7 18.8 12.7 10.7

F.V/Time 10min 15min 30min 1h 2h 3h 5h 8h 10h

1.85V/cell 158.8 146.0 122.4 90.5 57.6 44.0 31.7 22.4 19.1

1.80V/cell 192.0 174.0 136.3 98.8 62.1 47.0 33.2 23.4 19.9

1.75V/cell 223.2 192.0 145.3 104.6 65.0 49.2 34.4 24.0 20.3

1.70V/cell 246.0 206.8 154.1 110.0 67.0 50.8 35.2 24.4 20.5

1.65V/cell 259.2 215.2 159.6 113.0 68.9 52.4 35.9 24.7 20.8

1.60V/cell 266.0 219.6 163.9 115.8 70.9 53.3 36.6 25.1 21.1

12V 5OPzV100(12V100Ah)



Manufactured  in KOYAMA®

www.cbb-battery.com

CBB BATTERY TECHNOLOGY CO LTD
RM504,55 Hanxing Zhong Road,Zhongcun,Panyu,
Guangzhou 511495,Guandong,China
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