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ABS

o o o o-20C~55C (-4F~131F)
o o o o 0C~40C (32F~104F)
o o o o-20C~50C (-4F~122F)

o o 40 C  (104 F)
o o 25C  ( 77 F)

o o 0C    ( 32 F)
Effect of temp. to Capacity

o-3mV/cell/C

o≤3% per month at 25C

106%
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86%

oCharge voltage(25C)

(25℃)

oMax.Charging Current(25C)

o25C)

35.0A

(5s)

Cycle(Equalization)

 Temp. Coefficient

Float      13.5V

14.1~14.4V

532mm(20.95in.)

207mm(8.15in.) 

214mm(8.43in.)

220mm(8.66in.)

54.0Kg (119.1 Ibs)

1120A 

Approx.5.1mΩ

140.0 Ah
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F.V/Time 10min 15min 30min 1h 2h 3h 5h 8h 10h

1.85V/cell 135.1 119.2 89.0 65.1 41.3 31.5 22.5 15.8 13.4

1.80V/cell 162.5 137.7 100.0 71.4 44.7 33.7 23.7 16.5 14.0

1.75V/cell 186.4 153.8 107.5 76.0 46.9 35.3 24.6 16.9 14.3

1.70V/cell 203.5 167.0 115.1 80.4 48.6 36.7 25.2 17.2 14.4

1.67V/cell 222.5 179.2 120.4 83.0 50.3 37.9 25.8 17.5 14.7

1.60V/cell 237.5 189.5 124.9 85.3 51.9 38.8 26.3 17.8 15.0

F.V/Time 10min 15min 30min 1h 2h 3h 5h 8h 10h

1.85V/cell 222.3 204.4 170.0 126.7 80.6 61.6 44.4 31.4 26.7

1.80V/cell 268.8 243.6 190.8 138.3 86.9 65.8 46.5 32.8 27.9

1.75V/cell 312.5 268.8 203.4 146.4 91.0 68.9 48.2 33.6 28.4

1.70V/cell 344.4 289.5 215.7 154.0 93.8 71.1 49.3 34.2 28.7

1.67V/cell 362.9 301.3 223.4 158.2 96.5 73.4 50.3 34.6 29.1

1.60V/cell 372.4 307.4 229.5 162.1 99.3 74.6 51.2 35.1 29.5

12V 7OPzV140(12V140Ah)



Manufactured  in KOYAMA®

www.cbb-battery.com

CBB BATTERY TECHNOLOGY CO LTD
RM504,55 Hanxing Zhong Road,Zhongcun,Panyu,
Guangzhou 511495,Guandong,China
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