
(amp) (min) Length Width Height Total Height 

22M - 800 12 800 90 224 173 187 208 1 A

22MR - 800 12 800 90 224 173 187 208 0 A

24M - 1100 12 1100 120 259 172 202 222 1 A

24MR - 1100 12 1100 120 259 172 202 222 0 A

34M - 850 12 850 105 262 175 185 206 1 A

34MR - 850 12 850 105 262 175 185 206 0 A

36M - 700 12 700 70 206 175 174 174 1 A

36MR - 700 12 700 70 206 175 174 174 0 A

42R - 800 12 800 90 241 175 175 175 0 A

43M - 900 12 900 105 279 171 173 173 1 A

43MR - 900 12 900 105 279 171 173 173 0 A

45M - 650 12 650 85 237 128 201 221 1 A

45MR - 650 12 650 85 237 128 201 221 0 A

78M - 900 12 900 120 263 181 185 185 1 S

94R - 950 12 950 120 312 173 190 190 0 A

N40MR - 600 12 600 60 196 128 202 220 0 B

NS40MR - 450 12 450 60 196 128 202 220 0 B

NS40M - 450 12 450 60 196 128 202 220 1 B

27M - 950 12 950 120 305 172 202 222 1 A

27MR - 950 12 950 120 305 172 202 222 0 A

30H - 1100 12 1100 150 331 173 220 236 C A

31M - 1100 12 1100 160 331 173 220 236 C T

49M - 1000 12 1000 160 351 174 190 190 0 A

4D - 1250 12 1250 250 508 216 201 224 4 A

65 - 1000 12 1000 120 303 190 170 190 1 A

8D - 1450 12 1450 380 509 264 217 237 4 A

Voltage(V)Group Layout Terminal

Performance

Level

@ 27ºC(A)

Reserve

Capacity(

MIN)

Dimensions(mm)



Performance Reserve

Level 27º C Capacity

(amp) (min) Length Width Height *

4D - HD 12 1500 356 508 216 224

8D - HD 12 1650 420 485 262 252

Group Voltage (v)
Dimensions in millimeters

*Including Terminals
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